
Athearn Genesis HO Scale Caboose (2022 Releases) 

  

 Page 1                                                                                                                                                                         Rev. A 11122 PN: ATHCB60SC.002 

 

 

P.N.  Description P.N.  Description P.N.  Description 

ATHG78382 HO C-20 ICC, N&W #500850 ATHG78384 HO C-20 ICC, N&W #500854 ATHG78386 HO ICC Caboose, P&WV #852 

ATHG78383 HO C-20 ICC, N&W #500852 ATHG78385 HO ICC Caboose, P&WV #850 ATHG78387 HO ICC Caboose, P&WV #853 

 

Airhorn Selections CV 120 Value Airhorn Selections CV 120 Value Airhorn Selections CV 120 Value 

Nathan K5LA 0 Nathan P3 4 Hancock 4700 Air Whistle 8 

Nathan K5LA (Amtrack)  1 Wabco AA2 5 Caboose Whistle (1) 9 

Nathan K3L 2 Leslie S2B 6 Caboose Whistle (2) 10 

Nathan K3LA 3 Wabco E2 7   

 

Default Function Assignments 

F0 FX0f / FX0r F5 FX5: Interior Light F10 Couple 

F1 Bell F6 FX6: On/Off Light  F11 Brake Squeal / Release 

F2 Airhorn F7 (not used) F12 Uncouple / Glad Hands 

F3 FX3: On/Off Light F8 Mute   

F4 FX4: On/Off Light F9 Generator   

 

Configuration Variable Default Values 

CV Description Value CV Description Value CV Description Value 

7 Manufacturer Version Code 87 49 FX0f: On/Off Light 128 59 Lighting Flash Rate 4 

13 Analog Mode Functions 1 60 50 FX0r: On/Off Light 128 60 Grade-Crossing Hold Time 4 

21 Consist Function Enable 1 128 51 FX3: On/Off Light 128 105 User Identifier 1 4 

22 Consist Function Enable 2 16 52 FX4: On/Off Light 128 106 User Identifier 2 3 

29 Configuration Data 1 6 53 FX5: Interior On/Off Light  128 114 Engine Exhaust Control 4 

*37 F3 Output Location 8 54 FX6: On/Off Light 128 197 Analog Auto Sound Enable 6 

38 F4 Output Location  64 57 Forward Direction Enable 255    

 

Note: * CV 37: The short horn function can be changed to a grade crossing horn sequence by changing CV 37 to 0. If you 

would like to re-map the short horn function to another key using SoundTraxx’ Flex-MapTM function mapping, CV 37 must 

also be set to 0 to prevent the short horn function from being activated with function key 3. 

 

Speed Table Default Values 

CV Value CV Value CV Value CV Value CV Value CV Value 

*67 9 72 55 77 100 82 146 87 191 92 237 

68 18 73 64 78 109 83 155 88 200 93 246 

69 27 74 73 79 118 84 164 89 209 94 255 

70 36 75 82 80 127 85 173 90 219   

71 45 76 91 81 137 86 182 91 228   



Athearn Genesis HO Scale Caboose (2022 Releases) 

Page 2                                                                                                                                                                          Rev. A 11122 PN: ATHCB60SC.002 

 

Note: *CVs 67-94 have been assigned values to allow your new Athearn Genesis Tsunami2 equipped model to operate 

with earlier models released with Tsunami technology. To enable this custom speed curve, program CV 25 to a value of 

16 and ensure the Speed Table Enable bit in CV 29 is turned on. 

 

Default Volume, Alternate Mixer, and Reverb Mixer Settings 

CV Sound Effect  Std. Volume CV Sound Effect  Std. Volume 

128 Master Volume 150 136 Uncoupling 64 

129 Horn 175 137 Coupling 64 

130 Bell 30 138 Brake Set 32 

131 Clickety-Clack 64 139 Brake Squeal 64 

132 Generator / HVAC  25 140 Retainer 32 

133 Flange Squeal 16 141 Emergency  192 

134 Flat Spot 64 142 Hand Brake Set  128 

135 Wheel Noise 32 143 Hand Brake Release 128 

 

If a CV or a sound selection is not listed within this documentation, the default value or selection choices match those of 

aftermarket SoundTraxx products. For more information about unlisted items, please refer to the Tsunami2 product 

documentation found on our website. 

 

 

 

 

 

 

 

 

  


